FERROTITANIUM

MATERIAL SAFETY DATA SHEET
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SECTION | - PRODUCT IDENTIFICATIO
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Product name : FERROTITANIUM {(HIGH Tl GRADE)
Product use : Additive to the steel, superalloy, iron and related industries.
Chemical family : Metal,

Supplier name and address : Manufacturer name and address :
David Joseph Company
Penn Center West Two Refer to Supplier

" Suite 210

Pittsburgh, PA 15276

Emergency Phone #: n/av WHMIS CLASS: D2B for dust
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SECTION [ - HAZARDOUS INGREDIENTS
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LC50 ppm LD50 malkg

Ingredients CAS# % (by wt) {Rat, ihl.) (Rat,oral)
Titanium 7440-32-6 38-75* nfav  nfav

Aluminum 7428-90-5 1-5 niav nfav

Carbon 7440-44-0 0-2* nfav nfav

Silicon 7440-21-2 0-14* nfav nfav

Iron 7439-89-6 balance nfav nlav
Vanadium 7440-62-2 2-3 niav nfav

*Even though the concentration range does not fall under the ranges prescribed by WHMIS, this is the
actual range which varies with each batch of the product.
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SECTION lil - PHYSICAL DATA

Physical State : Solid.
Odor and appearance : Grayish metallic, lump or powder. Odorless.
Odor threshold : n/ap

Specific gravity (H20=1): 5.0

Coefficient of water/oil distribution : nfav

Vapor pressure (mm Hg) : n/av

Boiling point: n/av

Melting point : 1600°C (2912°F)

pH: nfap

Vapor density (Air=1): nfav

Evaporation rate {Buhe =1): nfav

Volatiles, % : nfav

Solubility in water: Insoluble, negligible.







